
240 L flexy
2 wheeled bins

waste
management

nominal volume 240 L

[A] width (max) 580 mm

[B] depth 705 mm

[C] height (max) 1050 mm

[D] tipping edge 975 mm

[E] wheels diameter ca. 200 mm

[F] axle 570 mm

technical features

•

•

•

•
•

•
Anti-shock design with reinforced elastic side element
Reinforced comb edge with patented elastic elements 
Ergonomic rear handle
Injection molded by using high density polyethylene (HDPE)
Hinged folding book-shaped lid with lifting handles and patented 
sound emission reduction system 
Reinforced side (molding)  

•
•
•
•
•

Absence of sharp and rough edges
Integral RFID chip (housing under the front edge)
Solid rubber wheels Ø 200 mm
Axle made of electrolytically galvanized steel
Manufactured in accordance with UNI EN 840-1/5/6 and 
RAL-GZ951/1
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Jcoplastic SpA reserves the right to make changes at any time and without prior notice

Jcoplastic products can be manufactured by using recycled 
plastic in compliance with CAM (Minimum Environmental 
Criteria) and GPP ( Green Public Procurement) of public 
authorities.

CE printing and indication of the sound power level 
according to the directive 2000/14 EC as regards the 
following products, litres 80, 120, 140, 240, 360, 660, 770, 
1000, 1100 flat and dome lid, 1700

Jcoplastic S.p.A.
Industria Contenitori Plastici

Viale Spagna. Z.I. 
84091 Battipaglia (SA) - Italy 

tel.+39 0828 392 111
web: www.jcoplastic.com
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CUSTOMISATIONS
•
•
•
•
•
•
•
•
•
•
•

Reinforced side (molding)
Lid opening handle with windproof holes and tactile/visual 
identification (colored plate) of the waste
Reinforced comb edge with elastic elements (patented)
Smooth body for customized large area
Reinforced axle base (molding)
Reinforced elastic side elements, anti-shock design

Pedal for lid opening
Sudhaus gravity locks with triangular key or Yale 
JcoTracer electronic lock 
Reflective stickers
Embossing and/or hot foil printing 
Serial numbering printing 
Customized stickers and labels 
Chip installation and initialization 
Solid rubber wheels Ø 300 mm
Micro-perforations for air convection available on body and lid 
Activated carbon filter HDPE basket integrated in the lid


